
 
        Einbau des UVC-Lampenkits bei  Pearlmax 3 Anlagen 
 
 

Das UVC Lampenkit ist unter der Artikelnummer 22-0100-930 erhältlich und kann bei vorhandenen 
Pearlmax 3 Geräten anstelle der normalen Edelstahl Auslauftülle nachgerüstet werden. 
Der Einbau kann vor Ort während der Installation beim Kunden erfolgen und benötigt ca. 3-4 Minuten. 
 

Die UVC Lampe hat eine Lebensdauer von ca. 8.000 Std. (~ 1 Jahr), wobei die Funktion und die Lebens-
dauer über die Elektronik des Bendienfeldes überwacht wird (nur bei Display). Im Falle eines frühzeitigen 
Lampendefektes oder beim Erreichen der max. Lebensdauer wird das Display den Bediener auf den not-
wendigen Lampenwechsel hinweisen, um genügend Zeit (1 Monat) für den Technikereinsatz zu lassen. 
Bei fortgeführter Nichtbeachtung der Meldung wird das Gerät nach 1 Monat die Tasten verriegeln. Nach 
einem Lampenwechsel ist ein Reset über das Servicemenü erforderlich (siehe Technikeranleitung). 
 

Die UVC Einheit besteht aus einem 24 Volt  
Inverter (Starter incl. Kabelsatz) sowie einem 
Quartzglas-Auslaufrohr mit der UVC Lampe 
 
(Bitte vorsichtig handhaben, 
da Glasbruchgefahr) 
 
 
Die Pearlmax 3 Geräte sind ab Bauwoche 20/2005 für die Nachrüstung der UVC Lampe vorbereitet 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Vorgehen beim Einbau: 
 

1.  Entfernen Sie die 230V Anschluss, lösen Sie den Deckel des Gerätes  
 und lösen Sie den Magnetventilblock mit dem Edelstahl Auslaufrohr.  
 
 Klappen Sie den Ventilblock zur Seite, um genügend Platz zu schaffen 
 den Inverter unter der Ventil-Traverse befestigen zu können. 
 
 
 

2. Ersetzen Sie die Edelstahlauslauftülle durch die Glastülle mit der UVC Lampe 
 (Achtung ! Vorsichtig handhaben -> Glasbruchgefahr !) 
 
 
 
 
 
 
 
 
 
 

Die 24 Volt 
Stromversorgung für 

den Inverter 
(graues Kabel kommend 

vom Trafo) 

Gewindeeinzüge 
zum Befestigen des 

24V Inverters 
(ab Bauwoche 20) 

UVC Lampen Kit  
22-0100-930 

Austauschlampe  
(22-0101-128) 

Wechsel 1 x Jährlich  erf. 
gemäß der Anzeige in Display 



 
 
 
3. Befestigen Sie mittels der beiden mitgelieferten Schrauben den Inverter unterhalb der Ventil-
 Traverse (Kabelanschlüsse zeigen dabei nach hinten Richtung Kompressor) 
 
 
 
 
 
 
 
 
 
 
 
4. Verbinden Sie das vom Trafo kommende 2-polige 24 Volt Stromversorgungskabel (grau) 
 mit dem 24 V Eingang des Inverters (Pos. 8 + 10, die Polung ist dabei unerheblich) 
 
 
 
 
 
 
 
 
 
 
 
 
5. Anschluss der UVC Lampenüberwachung (UVC Alarm) 
 
 Entfernen Sie die Steckbrücke, welche sich auf der  
 Rückseite des Bedienpanels befindet. 
 
 Anstelle der Steckbrücke wird nun am linken  
 Steckkontakt (von hinten auf das Panel schauend)  
 das blaue Kabel aufgesteckt  
 Dieses wird mit Pos. 1 am Inverter (UVC Alarm)  
 verbunden) 
 
 Das braune Kabel wird am rechten Steckkontakt 
 befestigt und auf Pos. 2 am Inverter gesteckt. 
 
Der korrekte Anschluß des UVC Alarms kann bei der  
Inbetriebnahme der UVC Lampe kontrolliert werden. 
Bei richtigem Anschluß muss beim Lösen der Steckver- 
bindung zur Lampe im Display der Text  
„UVC Lampe defekt“ erscheinen. 
 
6. Verbinden Sie nun den 2-poligen Stecker der Lampe  
 (am Auslaufrohr) mit dem 2-poligen 24 Volt Stecker  
 am Inverter (Pos. 5 und 6). Nach Anschluss der 230V 
 Stromversorgung Lampe auf einwandfreie Funktion prüfen.  
 

ACHTUNG !  UVC Licht ist gefährlich für Augen + Haut  
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        Assembly instruction of UVC-Lamp kit for Pearlmax 3 units 
 
 

The UVC Lamp kit is available with partnumber 22-10100-930 and is retrofittable in Pearlmax 3 water 
dispensers by replacing the stainless steel nozzle with the glass version including the lamp. 
The retrofit can be done on customer site within approx. 3-4 min. during the installation of the unit.  
 

The UVC lamp has a lifetime of approx. 8.000 hrs. (~ 1 year). The lifetime and the function of the lamp is 
being controlled by the operator panel (only Display version). In case of an early death of the lamp or in 
case the max. lifetime is reached the display will give notice and leave eonugh time (1 month) to arrange 
for a service visit of the technician. In case the user ignores the message more than 1 month the psuh 
buttons of the unit will be deactivated . After exchanging the lamp the UVC hour counter will need to be 
reset in the service menue of the unit (please refer to technician manual) 
 
The UVC kits includes the 24 Volt inverter 
(starter incl. wiring harness + bracket) as well 
as the quartzglass dispense nozzle with the lamp 
 
(Please handle with care because of glass parts !) 
 
 
 
 

The Pearlmax 3 range is prepared for the retrofit of the lamp starting week 20 - 2005  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
How to assemble 
 

1.  Unplug the 230V supply, remove the cover of the unit and disassemble 
 the solenoid valve block with the stainless steel nozzle 
 
 Move the solenoid block to the side to gain enough space to fix the 
 inverter underneath the solenoid valve bracket 
 
 
 

2. Replace the stainless steel nozzle with the glass version that includes the UVC lamp 
 (Attention ! Handle with care because of possible glass breakage !) 
 
 
 
 
 
 
 
 
 
 

Speed nuts in 
solenoid bracket to 
fix the 24V inverter 
(starting week 20-2005) 

Replacement lamp  
(22-0101-128) 

change 1 x year required 
accord. to display message 

24 Volt power supply 
for the inverter 

(grey cable coming from 
transformer) 



 
 
 
3. Fix with the 2 supplied screws the inverter underneath the solenoid valve bracket (upside down, the 
 electrical connections face towards the cooling compressor) 
 
 
 
 
 
 
 
 
 
 
 
4. Connect the 24 volt power supply cable (grey cable coming from the transformer) with the 24 volt  
 input connection of the inverter (Pos. 8 + 10 on inverter, which colour to which connector does not matter) 
 
 
 
 
 
 
 
 
 
 
 
 
5. Connection of the UVC Alarm 
 
 Remove the cable which is located on the backside of 
 the operator panel 
 
 Instead of the short cable bridge connect the blue wire  
 to the left connector (looking from behind onto the panel) 
 This blue wire is routed to pos. 1 on the inverter  
 (UVC Alarm)  
 
 The brown wire needs to be connected to the right  
 contact behind the panel and pos. 2 on the inverter. 
 
The correct wiring of the UVC Alarm can be checked when 
the unit is operational. When connected correctly the text 
“ UVC lamp defect“ will show on the display ,once either 
the blue or brown wire is disconnected. 
 
6. Now connect the 2-pin plug of the lamp (from the glass 
 nozzle) with the 2-pin plug coming from the inverter 
 (pos. 5 and 6 on inverter)  
 Upon reconnecting the 230V supply check that the lamp 
 inginites correctly. 
ATTENTION  !  UVC rays are dangerous for eyes + skin 
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